
Technical Tips
Extreme 9
USE: This product was designed specifically for LONG, ACROSS the cylinder, LEAD EDGE trimming

of HEAVY WEIGHT CORRUGATED and CROSS CORRUGATED FEEDS.

Desirable for ROTARY DIES when all other commonly aggressive, 4 point, 8 tooth rules fail and 

tend to roll over. This is recommended prior to moving to 6 point .084” (2.13 mm) rule. 

FEATURES: This product comes in 2 SLOPE ANGLES. One is very heavy at .090” (2.28 mm) and

the other is approximately .062” (1.57 mm). This angle offers a unique, incremental cut which

results is very low force to cut. Consequently, the low force to cut also equals a LOW OVER CUT

or minimal penetration of the final gullet beyond the material being cut.

SPECIFICATIONS: This product is usually made to order from 4 point, .056” (1.42 mm) bend able

carbon steel but can be also made from a harder base steel referred to as “NO BEND SPEC” rule.

The suggested height is .010” (.25 mm) higher then the rule being replaced. Extreme 9 is GROUND 

ONE SIDE as shown or can be SYMMETRICALLY GROUND from both sides.

OTHER APPLICATIONS: Extreme 9 can be used for FLAT DIE CUTTING of THICK MATERIALS like

rubber, foam and honeycomb. NOTE: it is important to use a urethane anvil that will accept the

necessary penetration required by this serrated rule.

Disclaimer: Use of Technical Tips is discretionary, ‘at your own risk’. National Steel Rule Inc. 
cannot be held responsible for damage to or loss of dies, machinery or die cut products.
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