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Types of Matrix

For creasing corrugated and solid board through
180˚, reduces the stress on the material that
can occur with the multicrease matrix
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0.4 1.0 3.0
0.4 1.0 4.75
0.4 1.2 4.0
0.4 1.3 3.5
0.4 1.3 4.0
0.4 1.3 5.0
0.4 1.3 6.35
0.4 1.5 6.35
0.45 1.3 3.5
0.45 1.3 4.0
0.45 1.3 5.0

d w r
0.5 1.0 3.0
0.5 1.0 4.75
0.5 1.2 4.0
0.5 1.3 3.5
0.5 1.3 4.0
0.5 1.3 5.0
0.5 1.3 6.35
0.5 1.5 6.35
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U Bend

d w r
0.6 5.0 3
0.7 5.0 3
0.8 5.0 3
1.0 5.0 3

d w r
0.6 8.0 5
0.7 8.0 5
0.8 8.0 5
1.0 8.0 5

To Calculate the Correct Matrix
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Choosing Correct Rule Height

c d b a
Creasing Rule Height

(b) = c - a - d
(d) = 0.009”
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M A T R I X S E L E C T O R

Board Thickness/Height Creas ing Rule Ma t r i x mm
Inches Width Height mm Trax or XTC
.006 2pt 23.60 or 23.65 0.30 x 0.80
.008 2pt 23.55 or 23.60 0.30 x 1.00
.010 2pt 23.50 or 23.55 0.30 x 1.10
.012 2pt 23.45 or 23.50 0.30 x 1.10 or 0.30 x 1.20
.014 2pt 23.40 or 23.45 0.30 x 1.20 or 0.30 x 1.30
.016 2pt 23.35 or 23.40 0.40 x 1.30 or 0.40 x 1.40
.018 2pt 23.30 or 23.35 0.50 x 1.40 or 0.50 x 1.50
.020 2pt 23.25 or 23.30 0.50 x 1.40 or 0.50 x 1.50
.021 2pt 23.20 or 23.25 0.60 x 1.50 or 0.60 x 1.70
.022 3pt 23.20 or 23.25 0.60 x 1.70 or 0.60 x 1.90
.023 2pt 23.15 or 23.20 0.60 x 1.70 or 0.60 x 1.90
.024 3pt 23.15 or 23.20 0.60 x 1.90 or 0.60 x 2.10
.026 3pt 23.10 or 23.15 0.70 x 2.10 or 0.70 x 2.30
.027 3pt 23.05 or 23.10 0.70 x 2.10 or 0.70 x 2.30
.029 3pt 23.00 or 23.05 0.80 x 2.30 or 0.80 x 2.50
.030 4pt 23.00 or 23.05 0.80 x 2.50 or 0.80 x 2.70
.031 3pt 22.95 or 23.00 0.80 x 2.50 or 0.80 x 2.70
.032 4pt 22.95 or 23.00 0.80 x 2.70 or 0.80 x 3.00
.035 4pt 22.85 or 22.90 1.00 x 3.00 or 1.00 x 3.20
.039 4pt 22.75 or 22.80 1.00 x 3.00 or 1.00 x 3.20
.043 4pt 22.65 or 22.70 1.20 x 3.20 or 1.20 x 3.50
.047 4pt 22.55 or 22.60 1.20 x 3.50 or 1.20 x 4.00
.047 6pt 22.55 or 22.60 1.20 x 4.00 or 1.20 x 5.00
.051 6pt 22.45 or 22.50 1.40 x 4.00 or 1.40 x 5.00
.055 6pt 22.35 or 22.40 1.40 x 4.00 or 1.40 x 5.00
.059 6pt 22.25 or 22.20 1.60 x 5.00 or 1.60 x 6.00

Based on .937” Cutting Rule & Thin Film Base Matrix Please note these sizes are suggestions only
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Matrix XTC is the most cost-effective matrix system ever.
Using the latest technologies and synthetic materials,
XTC is the logical result of 50 years' constant development.

� Accurate locator - ensures perfect registration every time
� Low profile chamfer - board flows freely over the matrix;

board marking is reduced
� Fingerlift adhesive - backing paper easily and quickly removed
� High tolerance - extremely accurate channel depth and width
� Removes cleanly from the plate after use, will not move about

during machine run

� Full range of sizes available to suit all board types, internal
chamfers for low quality boards and off-centers for close creasing

� Low cost PVC material for cost-effectiveness
� Extremely durable
� Covered by patent numbers 807,251 and 909331

0.7 3.5 3/4 � 6 mm �
0.7 4.0 3/4 � 7 mm �
0.7 4.5 3/4 � 7 mm �
0.7 5.0 3/4 � 8 mm �
0.7 6.0 3/4 � 9 mm �
0.7 7.0 3/4 � 10 mm �
0.7 8.0 3/4 .030 thou � 11 mm �

0.8 1.5 2/3 .030 thou � 4 mm �
0.8 1.6 2/3 � 5 mm �
0.8 1.7 2/3 � 5 mm �
0.8 1.9 2/3 � 5 mm �
0.8 2.1 2/3 (+ E flute � 5 mm �
0.8 2.3 2/3 and � 5 mm �
0.8 2.5 2/3 B flute) � 5 mm �
0.8 2.7 2/3 � 6 mm �
0.8 3.0 2/3 � 6 mm �
0.8 3.2 3/4 � 6 mm �
0.8 3.5 3/4 � 6 mm �
0.8 4.0 3/4 to � 7 mm �
0.8 4.5 3/4 � 7 mm �
0.8 5.0 3/4 � 8 mm �
0.8 6.0 3/4 � 9 mm �
0.8 7.0 3/4 � 10 mm �
0.8 8.0 3/4 .036 thou � 11 mm �

1.0 2.3 2/3 .036 thou � 5 mm �
1.0 2.5 2/3 � 5 mm �
1.0 2.7 2/3 � 6 mm �
1.0 3.0 2/3 (+ B flute � 6 mm �
1.0 3.2 3/4 and � 6 mm �
1.0 3.5 3/4 C flute) � 6 mm �
1.0 4.0 3/4 � 7 mm �
1.0 4.5 3/4 � 7 mm �
1.0 5.0 3/4 to � 8 mm �
1.0 6.0 3/4 � 9 mm �
1.0 7.0 3/4 � 10 mm �
1.0 8.0 3/4 .044 thou � 11 mm �

1.2 3.0 3/4 .044 thou � 6 mm �
1.2 3.2 3/4 � 6 mm �
1.2 3.5 3/4 � 6 mm �
1.2 4.0 3/4 (+ B flute � 7 mm �
1.2 4.5 3/4 and � 7 mm �
1.2 5.0 3/4 C flute) � 8 mm �
1.2 6.0 3/4 � 9 mm �
1.2 7.0 3/4 � 10 mm �
1.2 8.0 3/4 .052 thou � 11 mm �

1.4 3.0 3/4 .052 thou � 6 mm �
1.4 3.2 3/4 � 6 mm �
1.4 3.5 3/4 � 6 mm �
1.4 4.0 4/6 (+C flute) � 7 mm �
1.4 4.5 4/6 � 7 mm �
1.4 5.0 4/6 � 8 mm �
1.4 6.0 4/6 to � 9 mm �
1.4 7.0 4/6 � 10 mm �
1.4 8.0 4/6 .060 thou � 11 mm �

1.6 3.0 3/4 .060 thou � 6 mm �
1.6 3.2 3/4 � 6 mm �
1.6 3.5 3/4 � 6 mm �
1.6 4.0 4/6 � 7 mm �
1.6 4.5 4/6 (+C flute) � 7 mm �
1.6 5.0 4/6 � 8 mm �
1.6 6.0 4/6 to � 9 mm �
1.6 7.0 4/6 � 10 mm �
1.6 8.0 4/6 .068 thou � 11 mm �

0.55 2.1 2/3 � 5 mm �
0.55 2.3 2/3 .024 thou � 5 mm �

0.6 1.0 2/3 .022 thou � 4 mm �
0.6 1.1 2/3 � 4 mm �
0.6 1.2 2/3 � 4 mm �
0.6 1.3 2/3 � 4 mm �
0.6 1.4 2/3 � 4 mm �
0.6 1.5 2/3 � 4 mm �
0.6 1.6 2/3 to � 5 mm �
0.6 1.7 2/3 � 5 mm �
0.6 1.9 2/3 � 5 mm �
0.6 2.1 2/3 � 5 mm �
0.6 2.3 2/3 � 5 mm �
0.6 2.5 2/3 � 5 mm �
0.6 2.7 2/3 � 6 mm �
0.6 3.0 2/3 � 6 mm �
0.6 3.2 3/4 � 6 mm �
0.6 3.5 3/4 � 6 mm �
0.6 4.0 3/4 � 7 mm �
0.6 5.0 3/4 � 8 mm �
0.6 6.0 3/4 � 9 mm �
0.6 7.0 3/4 � 10 mm �
0.6 8.0 3/4 .026 thou � 11 mm �

0.65 1.3 2/3 .024 thou � 4 mm �
0.65 1.4 2/3 � 4 mm �
0.65 1.5 2/3 � 4 mm �
0.65 1.6 2/3 � 5 mm �
0.65 1.7 2/3 � 5 mm �
0.65 1.9 2/3 � 5 mm �
0.65 2.1 2/3 � 5 mm �
0.65 2.3 2/3 � 5 mm �
0.65 2.5 2/3 to � 5 mm �
0.65 2.7 2/3 � 6 mm �
0.65 3.0 2/3 � 6 mm �
0.65 3.2 3/4 � 6 mm �
0.65 3.5 3/4 � 6 mm �
0.65 4.0 3/4 � 7 mm �
0.65 4.5 3/4 � 8 mm �
0.65 5.0 3/4 � 8 mm �
0.65 6.0 3/4 � 9 mm �
0.65 7.0 3/4 � 10 mm �
0.65 8.0 3/4 .028 thou � 11 mm �

0.7 1.3 2/3 .026 thou � 4 mm �
0.7 1.4 2/3 � 4 mm �
0.7 1.5 2/3 � 4 mm �
0.7 1.6 2/3 � 5 mm �
0.7 1.7 2/3 (+Microflute � 5 mm �
0.7 1.9 2/3 and � 5 mm �
0.7 2.1 2/3 E flute) � 5 mm �
0.7 2.3 2/3 � 5 mm �
0.7 2.5 2/3 � 5 mm �
0.7 2.7 2/3 � 6 mm �
0.7 3.0 2/3 � 6 mm �
0.7 3.2 3/4 to � 6 mm �

Guidance to usage given in this publication is based on the detailed experience of our
technical department, but cannot be guaranteed.
Customers should consider board density, coatings, etc. and assure themselves as to the
suitability of products for a particular purpose.
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0.3 0.6 2/3 .006 thou � 4 mm �
0.3 0.8 2/3 � 4 mm �
0.3 1.0 2/3 � 4 mm �
0.3 1.1 2/3 � 4 mm �
0.3 1.2 2/3 � 4 mm �
0.3 1.3 2/3 to � 4 mm �
0.3 1.4 2/3 � 4 mm �
0.3 1.5 2/3 � 4 mm �
0.3 1.6 2/3 � 5 mm �
0.3 1.7 2/3 � 5 mm �
0.3 1.9 2/3 .014 thou � 5 mm �

0.4 0.6 2/3 .014 thou � 4 mm �
0.4 0.8 2/3 � 4 mm �
0.4 1.0 2/3 � 4 mm �
0.4 1.1 2/3 � 4 mm �
0.4 1.2 2/3 � 4 mm �
0.4 1.3 2/3 to � 4 mm �
0.4 1.4 2/3 � 4 mm �
0.4 1.5 2/3 � 4 mm �
0.4 1.6 2/3 � 5 mm �
0.4 1.7 2/3 � 5 mm �
0.4 1.9 2/3 .018 thou � 5 mm �

0.45 0.8 2/3 .016 thou � 4 mm �
0.45 1.0 2/3 � 4 mm �
0.45 1.1 2/3 � 4 mm �
0.45 1.2 2/3 � 4 mm �
0.45 1.3 2/3 to � 4 mm �
0.45 1.4 2/3 � 4 mm �
0.45 1.5 2/3 � 4 mm �
0.45 1.6 2/3 � 5 mm �
0.45 1.7 2/3 � 5 mm �
0.45 1.9 2/3 .020 thou � 5 mm �

0.5 0.8 2/3 .018 thou � 4 mm �
0.5 1.0 2/3 � 4 mm �
0.5 1.1 2/3 � 4 mm �
0.5 1.2 2/3 � 4 mm �
0.5 1.3 2/3 � 4 mm �
0.5 1.4 2/3 � 4 mm �
0.5 1.5 2/3 to � 4 mm �
0.5 1.6 2/3 � 5 mm �
0.5 1.7 2/3 � 5 mm �
0.5 1.9 2/3 � 5 mm �
0.5 2.1 2/3 � 5 mm �
0.5 2.3 2/3 .022 thou � 5 mm �

0.55 0.8 2/3 .020 thou � 4 mm �
0.55 1.0 2/3 � 4 mm �
0.55 1.2 2/3 � 4 mm �
0.55 1.3 2/3 � 4 mm �
0.55 1.4 2/3 � 4 mm �
0.55 1.5 2/3 to � 4 mm �
0.55 1.6 2/3 � 5 mm �
0.55 1.7 2/3 � 5 mm �
0.55 1.9 2/3 � 5 mm �
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